Introducing 



TWIN VACUUM TESTER 


The Model TVT-31 Twin Vacuum Tester is a must for checking vehicles 
equipped with smog control devices requiring two independent vacuum readings 
simultaneously. Distributor vacuum, relative to manifold vacuum is a very 
critical adjustment on these special equipped vehicles. These vacuum readings 
must be checked accurately to properly adjust the carburetor and special 
vacuum control valves. Like all Sun equipment this tester is designed to do the 
job more quickly and efficiently. Besides the dual application, all conventional 
vacuum tests can be performed with this unit. 

Adjustable damper controls built into this tester allow more accurate testing 
and prevents excessive needle fluctuation. The two 10' vacuum hos<*s are long 
enough to permit the operator to work freely by allowing the tester to be 
conveniently located while it is connected. The two easy-to-read colored dials 
have a range of 0 to 24 inches. 


PR.CE $ 40 °° 


This Tester Will Accurately Check: 

• Distributor and manifold 
vacuum independently 

• Engine cranking vacuum 

• Exhaust system restriction 

• Fuel pump vacuum 

• Vacuum booster pumps 

Features of This Tester Are: 

• 2-4" Bourdon type gauges with 
guaranteed 2% accuracy 

• Easy-to-read colored dials 

• 2-10' vacuum hoses 

• Individual damper control to 
adjust sensitivity of gauges. 

• Rugged metal case measures 
10” x 6»/ 2 " x 41 / 2 " 

Accessory Kit Includes: 

2 Tee's, 2 bushings, 5 assorted 
hose adapters, 6 in. length of 
vacuum hose and mounting bolt. 


For an enlightening demonstration right in your own shop, 
call your local Sun Representative or write to the Sun factory in Chicago. 
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